
 

HEXAGON FULL NUT DIN934 

 

 

    
 

Available in steel, steel zinc plated, galvanised, Stainless Steel A2 & A4,brass and nylon 66 .
Threads pitches are available in metric course and metric fine.
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M1 2.50 2.71 0.80 M12 19.00 21.10 10.00 

M1.2 3.00 3.28 1.00 M14 22.00 24.49 11.00 

M1.4 3.00 3.28 1.20 M16 24.00 26.75 13.00 

M1.6 3.20 3.48 1.30 M18 27.00 30.14 15.00 

M1.7 3.50 3.82 1.40 M20 30.00 33.53 16.00 

M2 4.00 4.32 1.60 M22 32.00 35.72 18.00 

M2.3 4.50 4.88 1.80 M24 36.00 39.98 19.00 

M2.5 5.00 5.45 2.00 M27 41.00 45.69 22.00 

M2.6 5.00 5.45 2.00 M30 46.00 51.29 24.00 

M3 5.50 6.01 2.40 M33 50.00 55.80 26.00 

M3.5 6.00 6.58 2.80 M36 55.00 61.31 29.00 

M4 7.00 7.74 3.20 M39 60.00 66.96 31.00 

M5 8.00 8.87 4.00 M42 65.00 72.61 34.00 

M6 10.00 11.05 5.00 M45 70.00 78.26 36.00 

M7 11.00 12.12 5.50 M48 75.00 83.91 38.00 

M8 13.00 14.38 6.50 M52 80.00 89.56 42.00 

M10 17.00 18.90 8.00 M56 85.00 95.07 45.00 
      All dimensions in mm’s 




