
STUDDING/THREADED BAR DIN 975

 

 

 

  

 

  

Studding or threaded bar to DIN 975. Available in mild steel self colour, mild steel zinc, mild steel 
galvanised, Grade 8.8 self colour, Grade 8.8 zinc plated, Grade 8.8 galvanised, brass, nylon 66 

and

Stainless Steel Grade A2 & A4.

Lengths of 1 meter, 2 meter and 3 meter.

(Please note additional carriage charges will apply for lengths over 1 meter)

 

Dia. 
Nom. 

Pitch 
MILD STEEL GRADE 8.8 STAINLESS 

Nylon 
66 

Brass 
 

Self 
Colour 

Zinc 
Plated 

Galv 
Plated 

Self 
Colour 

Zinc 
Plated 

Galv 
Plated 

A2 A4 

M2 0.40  ✓     ✓ ✓ ✓  

M2.5 0.45  ✓     ✓ ✓ ✓  

M3 0.50  ✓     ✓ ✓ ✓ ✓ 

M4 0.70 ✓ ✓     ✓ ✓ ✓ ✓ 

M5 0.80 ✓ ✓     ✓ ✓ ✓ ✓ 

M6 1.00 ✓ ✓  ✓ ✓ ✓ ✓ ✓ ✓ ✓ 

M8 1.00  ✓   ✓   ✓   

M8 1.25 ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ 

M10 1.00  ✓   ✓   ✓   

M10 1.25  ✓   ✓   ✓   

M10 1.50 ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ 

M12 1.25  ✓   ✓   ✓   

M12 1.50  ✓   ✓   ✓   

M12 1.75 ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ 

M14 1.50  ✓   ✓   ✓   

M14 2.00 ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ 

M16 1.50  ✓   ✓   ✓   

M16 2.00 ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ 

M18 1.50  ✓   ✓  ✓ ✓ ✓ ✓ 

M18 2.50 ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓  

M20 1.50  ✓   ✓   ✓   



Dia. 
Nom. 

Pitch 

MILD STEEL GRADE 8.8 STAINLESS 
Nylon 

66 
Brass 

 
Self 

Colour 
Zinc 

Plated 
Galv 

Plated 
Self 

Colour 
Zinc 

Plated 
Galv 

Plated 
A2 A4 

M20 2.50 ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ 

M22 1.50  ✓   ✓   ✓   

M22 2.50 ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ 

M24 1.50  ✓   ✓   ✓   

M24 2.00  ✓   ✓   ✓   

M24 3.00 ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ 

M27 1.50  ✓   ✓  ✓ ✓ ✓ ✓ 

M27 2.00  ✓   ✓  ✓ ✓ ✓  

M27 3.00 ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓  

M30 1.50  ✓   ✓  ✓ ✓ ✓  

M30 2.00  ✓   ✓  ✓ ✓ ✓  

M30 3.50 ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓  

M33 3.50 ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓  

M36 4.00 ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓  
✓Denotes available standard sizes, sizes not marked may be available for special order. 

 

 

 

 

 

 

 




